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SPECIFICATION FOR "CUT CAST STONE" 


NOTE: 
The following general conditions shall govern the fur- 


nishing and setting of all Cut Cast Stone throughout the 
building. 


GENERAL : 

The Contractor shall furnish all Cut Cast Stone Work shown 
or reasonably implied on the drawings or called for in these 
specifications and of a quality approved by the Architects. No 
patched, damaged, filled or discolored work will be accepted, 
and all such stones shall be replaced complete by perfect work. 
All Cut Cast Stone shall be of acolor, texture and finish satis- 
factory to the Architects and shall be the equal of Kre-Tex Stone 
|. ce prams copie COLOR SA eke Rel AS TS es ck as manufactured by the 
Arnold Stone, Brick & Tile Co., Inc., of Jacksonville, Fla. 
Manufacturers of Stone shall have their product approved by the 
Architect before opening of bids. 


(1.) SHOP DRAWINGS: 

The Stone Contractor shall prepare and submit to the 
Architect for their approval complete setting plans with each 
stone numbered thereon, and showing in detail the sizes and 
dimensions of stones, the arrangement of joints and bonding, 
anchoring and other necessary details. These drawings shall be 
based upon and follow the drawings prepared by the Architects, 
except when it is agreed that changes may be made. 


(2.) MODELS: 
The Stone Contractors shall prepare full size clay models 
of all ornamental work as shown on the drawings, which will be 


inspected and approved by the Architects before manufacturing 
the stone. 


*(3.) SURFACE FINISH: 

All plain surfaces, mouldings, sills, copings, belt courses 
etc., shall be sand rubbed or planer finish. 

All ornamental work shall be retouched by skilled carvers 
in a correct and artistic manner, strictly adhering to the 
details and models approved by the Architect. 

All surfaces shall be uniform in texture and great care 
shall be exercised in exposing all aggregates, leaving no trace 
of any cement crustation. 


(4.) MATERIALS: 

All materials for making the Cut Cast Stone shall be such 
as will meet the requirments of and pass the standard tests 
adopted by the American Society of Testing Materials. 


(5.) COMPRESSION AND ABSORPTION REQUIREMENTS : 

Compression and Absorption Tests shall be made in accord- 
ance with the current specifications of the American Society for 
Testing Materials. 
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(a) Strength Requirements: 


The compression strength of either the facing or backing 
of Cut Cast Stone shall not be less than 3000 lbs. per square 
inch at 28 days. 


(b) Absorption Requirements: 


Exposed concrete for Cut Cast Stone shall not absorb 
more than 7 per cent of the dry weight of the unit when tested 
at 28 days in accordance with the A. S. T. M. standards. 


(6.) INSPECTION: 


The Architect or Engineer shall have free access for 
the purpose of making cylinders at time of manufacture and 
may reject, at any time, Cut Cast Stone not meeting the pro- 
visions of this specification prior to the time it is laid 
in the wall. 


(7.) REINFORCING: 


When the greatest dimensions of any stone shall exceed 
two times the sum of the other two dimensions, it shall be 
reinforced to insure safety in handling. All lintels and sills 
with a span of less than four feet, all bearing stone and all 
other stones subject to cross bending shall be reinforced 
with deformed steel rods, placed two inches from the tension 
surface. The total sectional area of the Steel reinforcing 
shall equal half of 1 per cent of the crass sectional area of the 
Stone. Columns and Lintels having a spaff of more than four feet 
shall have special reinforcement, designed to carry the maxi- 
mum load imposed upon them. This reinforcement must be shown on 


the setting plans and approved by the Architects before casting 
the stone. 


(8.) HOOKS AND ANCHORS: 


Lifting hooks shall be embedded at least one inch below 
surface and of sufficient size to prevent bending. Anchor holes 
shall be cut so as to receive galvanized iron anchors, as herein 
specified. The Contractor setting the stone shall furnish and 
set all Anchors necessary and in no event shall there be less 
than one anchor to each stone. 


(9.) CURING: 


All stone herein specified shall be manufactured in an 
enclosed building and must be protected from drafts and direct 
rays of the sun for a period of at least seven days. During 
that time all stone shall be constantly kept moist and covered 
with canvass. Under no circumstances shall any Stone be 
delivered to the job until at least 14 days after manufacture. 





























Fa a rpm 


i 
| 
| 
| 


(10.) DELIVERY & STORAGE: 


All stone must be delivered at the building in perfect 
condition, marked according to the setting plans and in consecu- 
tive order for setting. All trucking of stone shall be handled 
by competent workmen and by such methods as will guard against 
soiling and mutilation in transit to and upon delivery at the 
building. The Stone must be stored at the building so as to 
rest entirely clear of the ground and it shall be properly 
protected until it is set. 

The General Contractor must protect all stone work from 
the time it is set until completion of the building, furnishing 
all necessary boarding and covering all projections, top surface, 
angles, etc., and also any stone work which in the opinion of the 
Architect need protection. 


(11.) SETTING: 


All Cut Cast Stone shall be set accurately, true to a 
line and level, by competent stonesetters with full flush joints, 
filling all anchor holes; set all stone with uniform joints not 
to exceed one-fourth inch unless otherwise specified. The mortar 
shall be raked out three-fourths inch from the face of the stone 
to allow for pointing and the stone shall be sponged off with 
clean water along all joints. 

The mortar used for the setting of Cut Cast Stone shall 
consist of one part non-staining Portland Cement, one part 
thoroughly slacked lime, or Lime Putty, and four parts clean 
sharp sand. 


(12.) CLEANING: 


Upon completion of all stone work the General Contractor 
shall clean down all stone work, using soap powder boiled in clean 
water and applied vigorously with stiff fibre brushes. After 
cleaning, the exposed surfaces shall be drenched with clear water. 


*(13.) POINTING: 


All face joints shall be raked back three-fourths of an inch, 
then pointed up flush with mortar consisting of one part Atlas 
or Medusa Cement, two parts clean sand and sufficient cold lime 
putty to make as stiff a mixture as can be worked. 


*(14.) WATERPROOFING: 


The back of all stone adjoining poured concrete work 
shall be given a coat of R. I. W. or approved equal. This 
painting to be done by the Contractor setting the stone. 


*RANDOM ASHLAR WALL FACING: 


*All paragraphs marked with the asterisk have ex- 
planatory notes in the Appendix. 
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* PARAGRAPH 3 
Kre-Tex Cut Stone can be furnished in the below mentioned 
colors and textures and can readily be obtained by specifying 
same by number as follows; 
NO. COLOR FINISH USE 
10 Light-Gray Sand rubbed or planer | in General 
70 Dark-Buff Sand rubbed or planer | in General 
85 | Light-Buff Sand rubbed or planer | in General 
100 | Variegated Sand rubbed or planer | in General 
110 Golden-Buff Sand rubbed and Pitted | in General 
(variegated) 
105 Pink-Granite Hammer dressed or for Base-Course, 
polished Steps etc. 
115 | Blueish Gray Hammer dressed or for Base-Course, 
Granite polished Steps etc. 
95 Blueish-Gray Hammer dressed only for Base-Course, 
Granite Steps etc. 
125 Select Buff Smooth Rubbed For interior work 


or very delicate 
exterior detail 





CUT CAST GRANITE WORK: 


Wherever Cut Cast Granite is desired, the following note 
should be inserted in Paragraph No. 3: 


NOTE: All Steps, Door Sills, Base Course, etc., shall be 
of a Cut Cast Granite, Blueish Gray, Hammer Dressed (or 
polished) finish similar to Kre-Tex Cut Granite No................. 
no acid washed or water sprayed surface will be accepted. 





Our Laboratory staff is at your command and will gladly 
co-operate with Architects and Engineers in working out any 
special colors and textures desired. 
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*PARAGRAPH 13 


If desired, that mortar for pointing shall closely match 
the color of stone, the following note should be inserted in 
Paragraph 13: 

A small percentage of non-fading lime-proof mortar color 
shall be added to the mix, so as to closely match the color of 
the stone. 
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*PARAGRAPH (14) : | 


When Cut Cast Stone is placed against solid con- | 
crete walls, beams, arches, etc. it is recommended to 
paint the back of all stone with R. I. W. or equal; that 
particularly applies to interior Wainscoting and floor | 
slabs. 
Water-proofing of the exposed surface of Cut Cast 
Stone meeting the requirements herein recommended for ab- 
sorption will not be found necessary. When it is desired 
that the exposed surfaces be treated with water-proofing 
in exceptional cases the following paragraph is suggested: 

After Cut Cast Stone is cleaned and pointed, the 
Contractor setting same shall give the exposed surfaces of 
the stone one coat of clear Driwal or colorless Minwax 
: Water-proofing, applied according to manufacturers directions. 
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*RANDOM ASHLAR WALL FACING: 


All Random Ashlar Wall Facing shall be of a varigated 
Stock, sand rubbed finish and squared on all four sides in 
the several heights required to lay up the work as indicated 
on the drawings. 


This facing shall be bonded to the backing as shown, 
having at least one bonding stone four inches thicker than 
facing to each ten square feet of wall, and the units shall 
be arranged to bond properly with the Cut Cast Stone 
quoining at corners, window jambs, etc. and to fit in 
generally with the bonding scheme of Cut Cast Stone trim 
throughout. All stone for this purpose shall be furnished in 
lengths of not less than three feet six inches and shall be 
broken up and jointed on the job to the sizes required. 


All stone shall be set with level beds, shoving each 
block on to a full mortar bed. End joints shall be (Vertical) 
and be properly staggered, and shall be worked off square 
with the face of the Stone. All joints shall be half inch 
thick, weathered joints well filled with setting mortar struck 
full to the face of stone as the blocks are set. The face of 
the stone along all joints shall be sponged off clean as the 
work is set. Use same mortar for setting Ashlar as specified 
for Cut Cast Stone. 


EXPLANATORY ITEMS: 
Item No. l. 


This specification of sand rubbed Random Ashlar may 
also be used for Rockface Random Ashlar, except when a four 
inch thick Ashlar is required, ten or twelve inch blocks are 
cast and then split apart, the rockface is pitched off to a 
line parallel with the back. 


Item No. 2. 


When the desired design has not been fairly well in- 
dicated on the drawings, it is advisable to add the following 
clause to the second paragraph: 


The length of Random Ashlar units generally shall not 
be less than one and one half times their height (except for 
closures and except where a long effect is desired) nor more 
than three and one half times their height. 


Item No. 3. 


When the irregular pattern with the angular end joints 
are desired, omit the word (vertical) and substitute either 
the words (irregular) or (hammer broken). 























Item No. 4. 


It is not practicable nor desirable to require 
joints less than three-eights inch thick for wall facing of this 
type of stone and this thickness is recommended as the minimum. 
One-half inch joints to be specified for the ordinary run of 
work. A struck weathered joint, finished as the stone is set and 
requiring no pointing up later on is considered the most 
appropriate type of mortar joint for this character of 
stone work. 


Item No. 5. 


When desired, rectangular Random Ashlar can be furnished 
"cut to size," in two, three or four unit height schemes which 
saves considerable time and labor in laying up the Ashlar. 
(Further data concerning "Random Ashlar Wall Facing will gladly 
be sent upon request). 
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MAIN ENTRANCE DETAIL 


ELKS CLUB, JACKSONVILLE, FLORIDA 


R. 4. Benjamin, Architect, Jacksonville, Florida 
H. S. Baird, Builder, Facksonville, Florida 
TYPE OF STONE: FURNISHED BY 


KRE-TEX CUT CAST STONE No. 70, ARNOLD STONE, BRICK & TILE COMPANY, 
LIGHT BUFF, SAND RUBBED FINISH JACKSONVILLE, FLORIDA 
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MONTGOMERY BUILDING, SPARTANBURG, S&S. C. 


Lockwood, Greene €§ Co., Architects and Builders 
Boston, Massachusetts 





TYPE OF STONE: FURNISHED BY 
KRE-TEX CUT CAST STONE No. 10, ARNOLD STONE, BRICK & TILE COMPANY, 





LIGHT GREY, SAND RUBBED FINISH JACKSONVILLE, FLORIDA 
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FLA. 
FURNISHED BY 


LUKE’S CATHEDRAL, ORLANDO, 
Mass. 


JACKSONVILLE, FLORIDA 





ARNOLD STONE, BRICK & TILE COMPANY, 


MAIN PORTAL 
A. B. Struble, Builder, Orlando, Fla. 


Frohmann-Robb & Little, Architects, Boston, 


ST. 
TYPE OF STONE: 


KRE-TEX CUT CAST STONE No. 10, 
LIGHT GREY, SAND RUBBED FINISH 
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FURNISHED BY 
ARNOLD STONE, BRICK & TILE COMPANY, 


JACKSONVILLE, FLORIDA 
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McGucken & McGucken, Contractors, Tampa, Florida 
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HENRY B. PLANT HIGH SCHOOL, TAMPA, FLA. 
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TYPE OF STONE: 


KRE-TEX CAST STONE No. 92, 
BUFF, SMOOTH PITTED 
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